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     A-350AK Series

 

◆ Features

• High reliability,strong load capability

• 100% full load burn-in test

• Forced air cooling by built-in DC fan

• Protections:Overload/Shortcircuit

• 2 years warranty

Specification

Model A-350AK-3.3 A-350AK-3.8 A-350AK-4.2 A-350AK-4.5 A-350AK-5

Output

DC 3.3V 3.8V 4.2V 4.5V 5V

Rated current 70A 70A 70A 70A 70A

Range 0～70A 0～70A 0～70A 0～70A 0～70A

Rated power 231W 266W 294W 315W 350W

R&N 200mVp-p 200mVp-p 200mVp-p 200mVp-p 200mVp-p

DC adjustment 2.97～3.63V 3.42～4.18V 3.78～4.62V 4.05～4.95V 4.5～5.5V

Voltage accuracy ±2.0% ±2.0% ±2.0% ±2.0% ±2.0%

Line regulation ±0.5% ±0.5% ±0.5% ±0.5% ±0.5%

Load regulation ±2% ±2% ±2% ±2% ±2%

Start,Rise time 500ms，50ms/230VAC 100% Load

Holduptime Typ 20ms/230VAC 100% load

Input

Voltage range  90～132VAC/176～264VAC by switch

Frequency 47～63HZ

PF（Typ） PF≥0.5

Effi（Typ） ≥76% ≥78% ≥80% ≥81% ≥82%

AC
115VAC 5.3A 6.0A 6.4A 6.8A 7.5A

230VAC 2.7A 3.0A 3.2A 3.4A 3.8A

InrushcurrentTyp 60A/230VAC  

Leakage current <1mA/230VAC

Protec
tions

Over load 110～140% rated

Short circuit Shut down input and remove short circuit ,re-power on to recover

Over voltage /

Over temp /

Envire
nment

Working temp -20℃～+50℃ (AC 230V)(Refer to output derating curve)

Working humidity 20～90%RH No solidification

Storage temp -30～+85℃

Storage humidity 10～95%RH No solidification

Temp coefficient ±0.03%/℃（0～50℃）

Vibration 10～500Hz，2G，10min/Cycle，period for 60 min ,each along X,Y,Z axes

Safety Design refer to GB4943-2001，UL1012

Withstand voltageI/P-O/P：1.5KVAC I/P-FG：1.5KVAC    O/P-FG：0.5KVAC

Insulation resistanceI/P-O/P、I/P-FG、O/P-FG：＞50MΩ/500VDC/25℃/70%RH

EMC Design refer to GB9254 EN55022，Class A

THD Design refer to GB17625.1;EN61000-3-2,-3 

EMS Design refer to EN55024 ;EN61000-4-2,3,4,5,6,8,11

Others

Lifetime 100,000 hours(25℃)

Dimension 218×117×30.5（L*W*H）

Packing 0.7Kg/pc

Note

*Using 70% load is good for the power supply life 
*Ripple wave testing method: Using 20MHz oscilloscope to test the power output terminal, 
the length of the oscilloscope probe is not more than 12mm, and the probe input parallel 
47uF electrolytic capacitor and 0.1uF high frequency capcitor .



     A-350AK Series

Output derating curve

Installation  

Label

 警示

 Warning

  

 • 使用安装螺丝M3*6mm，

   Using the mounting screws M3*6mm 

 • 深入外壳螺丝深度MAX 4mm，

   Deep housing screw depth Max 4mm

 • 详见右图

   As shown on the right 
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Case drawing

 

Pin No. Assignment Pin No. Assignment

L AC/L -V DC output(-V)

N AC/N +V DC output(+V)

 FG


